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/. All standard highway signs shall be ftabricared and 8. Type /1] (encapsulated lens) reflective sheeting shall
erected In agaccordance with fthe deftalls shown In fhe be used for all standard highway signs requlring
plans. —The Manual on Unirorm rrarric Confrol Devices, reflectorlzed backgrounds except as speciflied below or
current edition, and rhe Georglia speciricarions, specified otherwlse In the plans. Eilther Class | or
supplemental specificafions, and/or speclial provisions. Class 2 adhesive backing s permissible.
2. Sign erection srgfions are dapproximare and may be 9. TypelX (wide angle prismatic) reflective sheeting shall
agd justed to meet field conditions where necessary, buft be used for all red series signs (RI-1, RI-2, RI-3A, R/-4A
shall be within the |imitations sel forth in the Manual PS5  R5-]A) ’ ’ ’ ’
on Uniform Traffic Control Devices, current ediftion. No ’ °
sign location shall be changed by fthe contractfor or by /0. Type X (wlde angle prismatic) fluorescent yellow green
the project englineer without prior approval from fhe reflective sheetfing shall be used for school zone (S/-1,
Offilce of Traffic Safefty and Design. S3-1, S4-3 and the top portion of the S5-1) signs, bicycle
: L . crossing (Will-1) signs, and pedestrian crossing (W//l-2)
3. All standard highway signs shall be erected at a height signs. gSigns Wffhf% Fhe samg assembly as the gchoo/ zone
of 7 Teel above the normal edge of pavement fo rhe bofrom signs specifically IIsted above and all regulatory signs
of the sign or assembly. . placed as part of the school zone shall have Type X
4a. Horlzontal clearance for standard highway signs on (wide angle prismafic) reflective sheering backgrounds
nterstate highways shall be 32 feet from the normal of the appropriate color.
edge of pavement 1o rhe nearer edge or rhe sign(s) uniess /1. TypelX (wide angle prismatic) fluorescent yellow
specifled otherwise in the plans. Horizontal c¢learance reflective sheefing shall be used for all warning signs.
for standard highway signs on ramps shall be 2 feel from
the normal edge of paved shoulder, or edge of graded 2. A /2 Tnch minimum air space shall be required befween
shoulder when present. all sign plates within an assembly.
4b. Horizontal clearance for standard highway signs on all /3. Where signs within an assembly extend below the standard
other roadways shall be 6 feet from the edge of the paved mounting holes on the post(s), additional 3/8 inch
shoulder or 12 feer from the normal edge of pavement fTo diagameter hole(s), drilled or punched, shall be required
fhe nearer edge of the sign(s), whichever s greafter. to properly mount The assembly.
The horizontal clearance In non-mountable curb sections , ] ]
shall be at least 2 feet from the curb face to the nearer 4. Interstate shields shall COQfG/nofhe word Qeqrg/a. Al
edge of the sign(s). Interstate, U.S., and Georgla shields requiring ALI, BUS,
CONN, LOOP, or SPUR shall wuse 4 Inch series "D" letfers.
4c. Horizontal clearance for standard highway signs mounted Refer to the manual Manual on Uniform Traffic Conftrol
behind guard rall shall be 6 feef from the face of fthe Devices, current edition, fTor details.

guard rall to the nearer edge of the sign(s). , . ) ) . ,
/5. For detalls of special design highway signs, see defails

5. Single plate, horizontal rectangular signs over 48 of miscellaneous signs.
fnches In width shall be mounted on fwo posts wilth 2 each , o o
2 Inch by /2 Inch by (width of sign) aluminum or | 6. Refer fto g/an sheets for location of rhe Disirict
galvanized steel straps. The straps shall be flush with Englneers’ office 10 be shown on all R552-1 (I/imited
the back of the sign with one each across the top and access) sligns In this project, T1 any. |
bortom of The sign. The cenferline of each post shall be /7. Contractor will, as requested by the District Traffic

[nset [/6th of the sign width from fthe edge of fhe sign.
Sign plate bolt holes shall be 3/8 [nch diameter, drilled
or punched as shown on the sign plate defalls.

6. Each 42 or 48 inch wide by 18 or 24 inch high sign
requlires one £ [nch by /2 inch by (width of sign) |
aluminum or galvanlized steel sfrap located [In the cenfer
of the sign and flush with the back of the sign.

Operatlons Engineer, be requlired 1o remove any existing
signs that are duplicated or are contrary to these sign
plans.

/. Sign assemblies shall be mounted on aluminum or
galvanlzed steel strap frames. For details and strap
speclficatlons refer to sign assembly ftyplcal Traming
detalls. -
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